Copyright Lifeaxe Ltd 2007 - Technical 0607/105

Emergency Glass Breaking Equipment Manufacturers

Tel: 44 (0)1242 231096

Technical Information:  Anti-tamper cases Email: info@lifeaxe.com
Web: www.lifeaxe.com

Suitable applications

Commercial & Industrial buildings
Schools, colleges, public buildings
Hotels, hospitals, nursing homes
Ferries & off shore vessels

Buses & coaches

Supplied with or without alarm Features

anti-tamper cases offer the
following features:

Manufactured from super tough
polycarbonate

Tested to extremes of heat and cold
Supplied with frangible lock

(breaks when cover is opened)
Break seal option for added security
Available with or without integral
alarm (powered by 9V PP3 battery)
Alarm emits a piercing 95/97 dB
sound

Case gives added protection against
physical damage, dust and grime etc
Ideal for factories, workshops,
schools, colleges, hospitals, nursing
homes, hotels and public buildings
of almost every kind where there is a
history of misuse

Fast and easy installation

Can be retrofitted over existing
LIFEAXE products

Temporary images
™ Anti-Tamper Case Dimensions
Part Code: ATC35A (a!armed) Width: 156 mm
o ATC35 (without alarm) Depth: 51 mm (to wall)

Alarm rating: 95/7 dB at 1 Metre Height: 251 mm
Colour option: Red or green alarm

(add R or G to part code end) )
Material: Polycarbonate Phone for info:
Colour: Clear Break seal option
Supplied with: ~ Frangible lock Back plate

Please note:
LIFEAXE Ltd reserves the right to alter or change the design and specification of all products without prior notification.

All information relating to size is approximate.
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